
	
	
	
	
	
	
	
	
	

	

APP	#	20.151	FPC	
347‐351	Congress	Street	
Applicant:	David	Durgin,	The	347	Congress	Street	LLC	
Hearing	Date:	9/12/19	
	
Summary:	Replace	existing	mechanically	fastened	EPDM	roof	with	new	EPDM	roof	and	
remove	all	exterior	gutters,	rain	leaders,	downspouts	and	corresponding	street	connections.	
All	drains	and	rain	water	downspouts	will	be	relocated	to	the	interior	of	the	building.	A	16”	
high	parapet	extension	setback	approximately	18”	from	the	existing	roofline	is	proposed	to	be	
installed	to	ensure	the	proper	flow	of	rain	water	and	melted	snow	to	drawings	and	to	prevent	
the	buildup	of	snow	along	the	edge	of	the	roofline.	
	
Reason:	To	alleviate	dangerous	icing	conditions	during	winter	months	that	have	resulted	in	
ice	pack	near	the	top	of	the	drains	that	has	fallen	on	vehicles	in	past	years	as	it	melts.	
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 1" = 1'-0"2 CROSS SECTION

GENERAL SPECIFICATIONS

MATERIALS
ANODIZED ALUMINUM SHEET FOR BUILDING CONSTRUCTIONS OR
EQUIVALENT.
ONLY DOMESTIC MATERIALS SHALL BE USED WHEN AVAILABLE.
ANY SHEET METAL SHOWN ON DRAWINGS AND NOT OTHERWISE
SPECIFIED SHALL BE 16 oz. COLD ROLLED ALUMINUM.
SHEETS SHALL CONFORM TO ASTM SPECIFICATIONS B209 OR
FEDERAL SPECIFICATION QQ-C-5762Q2QQQ OR EQUIVALENT.

ROOF

1/2" PLAYWOOD  PT

3-2X12 PT

2x6 PT

3-2X12 PT TRIMED TO
MANTAIN HORIZONTALLY
LEVEL

EDGE OR CORNER SEAMS:
THE TWO METHODS FOR SECURING EDGE OR CORNER
SEAMS, SHOWN HERE, USE THE SINGLE LOCK
PRINCIPLE.
THE MEMBER FORMING THE UNDERSIDE OF THE LOCK
WOULD NORMALLY BE CLEATED BEFORE THE UPPER
MEMBER IS ENGAGED .
DEPENDING ON PREVAILING CONDITIONS, ONE OPTION IS
TO DRESS DOWN THE LOCK AS SHOWN.

ROOF

RUBBER SEAL 3-2X12 PT

1/2" PT PLAYWOOD

2X6 PT

.

TRIM AS NEEDED

PITCH

PROPOSED FASCIA

SIMPSON RCKW3
KNEEWALL CONNECTORS
EVERY 6'  O.C.

SIMPSON RCKW3
KNEEWALL CONNECTORS
EVERY 6'  O.C.

1/2"ANCHOR 5"
EMBEDDED
LENGTH IN 1" DIA
HOLE IN BRICK
WALL GROUTED
WITH LIQUID STEEL

NEW ROOF DRAINS WITH INTERIOR
DOWNSPOUTS ALONG THE EAVE WALL

ANODIZED
ALUMINUM SHEET

RUBBER MEMBRANE
UNDER

SEALANT
WELD METAL
TO RUBBER
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