
2 Byron Street
Beacon Hill Architectural Commission

Scope of Work:
Note: All restorations and replacements shall be compliant with 
Beacon Hill Architectural Commission Guidelines. 
Front:
- Repair existing windows, sanded smooth, replace glass with double glazing glass painted gloss black
- Remove existing storm windows 
- Replace all brick mold to match existing profi le, painted gloss black
- New bi-fold shutters to match existing on First Floor
- Scrape, paint existing shutters, painted gloss black
- Scrape, paint Main entry Door new color (see page 6 of application)
- Existing lantern to be repaired and reinstalled in the same location
- Misc. repointing of existing brick at the top of the building.  Mortar to match existing.
- Scrape, repaint front corbel and trim gloss black
- Scrape, repaint existing front metal railing gloss black
- New Door Bird door entry buzzer to left  of main entry
- Emergency shutoff  button to be brushed brass to match board approved shutoff  button.
- New fi re alarm strobe for the front entry adjacent to main entry
- New alarm annunciator for building adjacent to main entry  
- Proposed planters for the front of all windows
- New Door handle, mail slot and door number
Rear:
- Replace rear window seen from River Street to be repaired, sanded smooth, replace glass with double glazing glass, 
painted gloss black
- Remove existing storm window on single window able to be seen from River Street
- All windows that cannot be seen from River Street to be Marvin 6 over 6 windows on the rear
- Replace basement door with new Marvin exterior grade door
- Replace First Floor rear door with new Marvin exterior grade door
- Replace 2nd fl oor window with Marvin double door
- Furnish and install rear juliet balcony on 2nd fl oor
- Replace 3rd fl oor window with Marvin sliding door
- Furnish and install rear juliet balcony on 3rd Floor
- Misc. repointing as needed on the rear of the building
- Replace head house door with Marvin exterior grade door 
- Increase ceiling height on 3rd fl oor Dining Room approximately 20”. We propose to extend the rear facade 20”, but to 
salvage and reuse bricks and mortar to look uniformed on the rear of the building.
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Existing Condition Front (photo taken from River Street)

Proposed exterior renovation 

Existing Condition Rear  
(photo taken from River Street, closest public street)
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Existing Condition Front (photo taken from Byron Street)

Proposed exterior renovation 

Existing Condition Rear  
(photo taken from private alley)

Proposed planters

proposed in-
creased height of 
rear of building

under-sized down-
spout to be relocated 
to alley between 2 
Byron

new door hardware 
to match existing

new mail slot to 
match existing

New Door Bird lo-
cation for buzzer, 
brushed brass

new door number 

new fi re alarm 
annunciator
new fi re alarm strobe
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Existing Front Elevation Proposed Front Elevation

2 Byron Street
Beacon Hill Architectural Commission Proposed exterior renovation 

First Floor
0' - 0"

Garden Floor
-9' - 0 1/2"

Second Floor
9' - 8"

T.O. Roof
30' - 9"

Grade At Rear
-4' - 8 1/4"

Existing Third Floor
18' - 10"

Third Floor Ceiling
29' - 11"

Grade At Front
-3' - 10"

2 BYRON ST 16 RIVER ST3 BYRON ST

First Floor
0' - 0"

Garden Floor
-9' - 0 1/2"

Second Floor
9' - 8"

Proposed Third
Floor

19' - 9"

T.O. Roof
30' - 9"

Grade At Rear
-4' - 8 1/4"

Existing Third Floor
18' - 10"

Third Floor Ceiling
29' - 11"

Grade At Front
-3' - 10"

SKYLIGHT REPLACED 
WITH MARVIN SKYLIGHT
LOW-E, ARGON FILLED

EXISTING RAILING  
SCRAPED AND PAINTED 

GLOSS BLACK

SAND,SCRAPE AND REPAINT 
FRONT ENTRY DOOR HIGH 
GLOSS HALE NAVY

REPAIR EXISTING WINDOW AND 
INCLUDE DOUBLE GLAZING ON 

GLASS AND EXISTING STORM 
WINDOWS TO BE REMOVED

REPAIR EXISTING WINDOW AND 
INCLUDE DOUBLE GLAZING ON 

GLASS AND EXISTING STORM 
WINDOWS TO BE REMOVED

REPAIR EXISTING WINDOW AND 
INCLUDE DOUBLE GLAZING ON 

GLASS AND EXISTING STORM 
WINDOWS TO BE REMOVED

REPAIR EXISTING WINDOW AND 
INCLUDE DOUBLE GLAZING ON 
GLASS AND EXISTING STORM 
WINDOWS TO BE REMOVED

SCRAPED AND REPAINT 
SECURITY BARS GLOSS BLACK

EXISTING EXTERIOR LIGHT TO 
BE REPAIRED

FURNISH AND INSTALL NEW BI-FOLD 
SHUTTERS, PAINTED GLOSS BLACK

EXISTING CORNICE AND TRIM 
TO BE SCRAPED AND PAINTED 
GLOSS BLACK

SCRAPE AND PAINT EXISTING 
SHUTTERS GLOSS BLACK

REPOINT EXISTING BRICK
MORTAR BRICK TO MATCH 

EXISTING

SCRAPE AND PAINT EXISTING 
SHUTTERS GLOSS BLACK

ALL BRICK MOLDINGS REPLACED 
AND PAINTED GLOSS BLACK

ALL BRICK MOLDINGS TO BE REPLACED 
AND PAINTED GLOSS BLACK

ALL BRICK MOLDINGS REPLACED 
AND PAINTED GLOSS BLACK

EXISTING CHIMNEY TO 
REMAIN

2 BYRON ST 16 RIVER ST3 BYRON ST

REPOINT EXISTING BRICK

REPAIR EXISTING WINDOW AND 
INCLUDE DOUBLE GLAZING ON 
GLASS AND EXISTING STORM 
WINDOWS TO BE REMOVED

ALL FRONT SHUTTERS SCRAPED 
AND PAINTED GLOSS BLACK

ALL BRICK MOLDINGS REPLACED 
AND PAINTED GLOSS BLACK

MISCELLANEUOS REPOINTING THROUGHOUT

EXISTING PLANTER TO BE 
SCRAPED AND REPAINTED 

GLOSS BLACK

PROPOSED LOCATION  FOR 
MERGENCY SHUT OFF
TO MATCH PREVIOUSLY APPROVED 
PLATE AT 160 MOUNT VERNON ST.

PROPOSED LOCATION  FOR 
FIRE ALARM BELL

PROPOSED LOCATION FOR 
FIRE ALARM STROBE

EXISTING HOSE BIB TO REMAIN

PROPOSED DOOR BIRD CHIME

NEW MAILBOX TO MATCH 
EXISTING, BRUSHED BRASS

PROPOSED DOOR NUMBER 
TO BE BRUSHED BRASS2

PROPOSED WINDOW PLANTER 
APPROXIMATELY 7" TALL 
PAINTED GLOSS BLACK

REPAIR EXISTING WINDOW AND 
INCLUDE DOUBLE GLAZING ON 

GLASS AND EXISTING STORM 
WINDOWS TO BE REMOVED

ALL FRONT SHUTTERS SCRAPED 
AND PAINTED GLOSS BLACK

ALL BRICK MOLDINGS REPLACED 
AND PAINTED GLOSS BLACK

PROPOSED WINDOW PLANTER 
APPROXIMATELY 7" TALL PAINTED 

GLOSS BLACK

PROPOSED WINDOW PLANTER 
APPROXIMATELY 7" TALL PAINTED 

GLOSS BLACK

PROPOSED WINDOW PLANTER 
APPROXIMATELY 7" TALL 
PAINTED GLOSS BLACK

DOOR HARDWARE TO BE 
REPLACED
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Existing Rear Elevation Proposed Rear Elevation

First Floor
0' - 0"

Garden Floor
-9' - 0 1/2"

Second Floor
9' - 8"

12

Grade At Rear
-4' - 8 1/4"

Existing Third Floor
18' - 10"

Third Floor Ceiling
29' - 11"

EXISTING HEAD HOUSE TO 
REMAIN

2 BYRON ST 3 BYRON ST16 RIVER ST

First Floor
0' - 0"

Garden Floor
-9' - 0 1/2"

Second Floor
9' - 8"

Proposed Third
Floor

19' - 9"

T.O. Roof
30' - 9"

Grade At Rear
-4' - 8 1/4"

EXISTING RAILING TO BE 
SCRAPED AND PAINTED
GLOSS BLACK

WINDOW REPLACED WITH MARVIN 
ULTIMATE SERIES DOUBLE DOOR

15 LITE, 5/8" MUNTINS, LOW-E, 
ARGON FILLED

Third Floor Ceiling
29' - 11"

WINDOW REPLACED WITH MARVIN 
ULTIMATE SERIES DOUBLE DOOR

15 LITE, 5/8" MUNTINS, LOW-E, 
ARGON FILLED

REPAIR EXISTING WINDOW AND 
INCLUDE DOUBLE GLAZING ON 

GLASS AND EXISTING STORM 
WINDOWS TO BE REMOVED

NEW MARVIN ULTIMATE SERIES 
EXTERIOR DOOR 

WITH BLACK CLADDING  

NEW METAL GRATES INSET INTO 
WINDOWS PAINTED GLOOS BLACK

EXISTING REAR ENTRY 
STAIRS AND LANDING 

TO REMAIN

SCRAPE AND REPAINT ALL 
SECURITY BARS GLOSS BLACK

REPOINT AS NEEDED

NEW RAILING TO MATCH 
EXISTING

REPLACE WINDOW WITH 
MARVIN ULTIMATE SERIES
6 OVER 6, 5/8" MUNTINS, LOW-E, 
ARGON FILLED

WINDOWS REPLACED WITH 
MARVIN ULTIMATE SERIES
LOW-E, ARGON FILLED

SCRAPE AND REPAINT GATE 
AND FENCE GLOSS BLACK

WINDOW REPLACED WITH 
MARVIN ULTIMATE SERIES
6 OVER 6, 5/8" MUNTINS, LOW-E, 
ARGON FILLED

WINDOW REPLACED WITH 
MARVIN ULTIMATE SERIES
6 OVER 6, 5/8" MUNTINS, LOW-E, 
ARGON FILLED

EXISTING DOWNSPOUT TO BE 
REMOVED

EXISTING HVAC UNIT TO BE 
REPLACED

EXISTING EXTERIOR LIGHT TO 
BE REPLACED

NEW HVAC UNIT

EXISTING HEAD HOUSE TO 
REMAIN

DOOR REPLACED WITH 
MARVIN ULTIMATE SERIES 

15 LITE, 5/8" MUNTINS,
LOW E, ARGON FILLED

PROPOSED EXTERIOR 
LIGHTS TO BE ADDED

PROPOSED EXTERIOR 
LIGHTS TO BE ADDED

2 BYRON ST 3 BYRON ST16 RIVER ST

NEW BRICK TO BE ADDED FOR 
PROPSED HEIGHT  

EXISTING HEIGHT OF 
BRICK

PROPOSED EXTERIOR LIGHT 
TO BE ADDED

NEW GUTTER SIZED TO 
CATCH ENTIRE ROOF

AREA SEEN FROM PUBLIC 
STREET ON RIVER STREET

PROPOSED HOSE BIB

EXISTING HOSE BIB TO BE 
RELOCATED

EXISTING WIRES TO BE 
LOWERED AND CONCEALED 
WITHIN A 6" DIAMETER PIPE

EXISTING VENT PIPE TO BE 
REMOVED

DRYER VENT

VISIBLE LINE FROM RIVER 
STREET
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48 Chestnut Street
Beacon Hill Architectural Commission

Proposed Garage 

Proposed Site Line Section 

First Floor
0' - 0"

Garden Floor
-9' - 0 1/2"

Second Floor
9' - 8"

Proposed Third
Floor

19' - 9"

T.O. Roof
30' - 9"

A B CE

Grade At Rear
-4' - 8 1/4"

Existing Third Floor
18' - 10"

Third Floor Ceiling
29' - 11"

Grade At Front
-3' - 10"

SIDEWALK
PUBLIC

SIDEWALK
PUBLIC

BYRON ST
PUBLIC

10
9"

11
1 3

/8"
96

 3/
8"

10
4"

proposed 20” increase in height 
to back of building
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48 Chestnut Street
Beacon Hill Architectural Commission

Proposed Garage 

Proposed Front Door Color

High Gloss fi nish as shown in proposed 
front door color photograph

RIVER STREET

Perspective view from River Street
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48 Chestnut Street
Beacon Hill Architectural Commission

Proposed Garage 

5” tall

proposed door number

13” wide

3 5/8” tall

proposed door bird system

6.77” 

3.35”

Existing door
Existing front wall scone to be repaired and reinstalled



10
48 Chestnut Street
Beacon Hill Architectural Commission

Proposed Garage 

Close of photo’s of existing windows

broken glass panes

Degredation of wood jamb

Brick mold in disre-
pair

rusted storm window

brick mold in need of 
replacement

Repair to muntins 
and replace glass with 
double glazing


